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Fabric grades



113

Fabric grades

Fabric grade 3

35/99
Black

35/25
Anthracite

35/64
Dark Blue

35/11
Gray

35/63
Light Blue

35/56
Green

35/34
Orange

35/89
Red

35/29
Brown

37/99
Black

37/25
Anthracite

37/95
Light Gray

37/63
Turquoise

37/57
Petrol

37/34
Orange

37/89
Red

35 Fiberflex

Description - 100% Polyester 510 g/lin. m, width 63“
Test results - Abrasion: 70.000 rubs, BS EN ISO 12947-2 (Martindale) Lightfastness: 5-6, BS EN ISO 105-B02 
Method 2 Pilling: 5, BS EN ISO 12945-2 Fastness to rubbing: dry 4-5, wet 4-5, EN ISO 105-X12 Flame resistance:
CAL 117 E EN 1021-1 when covering CMHR-foam density min. 35 kg/m³ EN 1021-2 when covering CMHR-foam
density min. 50 kg/m³ 
Cleaning - periodical vacuum cleaning, professional cleaning with dry foam

37 Racer

Description - 100% Polyester 440 g/lin. m, width 63“
Test results - Abrasion: 90,000 rubs, BS EN 14465, BS EN ISO 12947-2 (Martindale) Lightfastness:
5-7, BS EN ISO 105-B02 Method 2 Pilling: 4-5, BS EN ISO 12945-2 Fastness to rubbing: dry 4-5, wet 4-5,
EN ISO 105-X12 Flame resistance: CAL 117 E BS 476 Part 7, ASTM E 84, EN 1021-1+2 EN 1021-1 when
covering CMHR-foam density min. 35 kg/m³ EN 1021-2 when covering CMHR-foam density min. 50 kg/m³
Cleaning - periodical vacuum cleaning, professional cleaning with dry foam

* The digital sample colors differ from the originals
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Fabric grade 4

41/99
Black

41/25
Anthracite

41/95
Light Gray

41/63
Turquoise

41/57
Petrol

41/34
Orange

41/89
Red

41 Formstrick

Description - 100% Polyamide hybrid. Weight: 750g/m2
Test results - Abrasion: 100,000 rubs, BS EN ISO 12947-2 (Martindale) Lightfastness: 6, BS EN ISO 105-B02 
Method 2 Pilling: 5, DIN EN ISO 12945-2 Fastness to rubbing: dry 5, wet 5, DIN EN ISO 105-X12 Flame resistance:
on request 
Cleaning - periodical vacuum cleaning, professional cleaning with dry foam

47/10
Black

47/14
Gray

47/71
Midnight 

Blue

47/15
Light Gray

47/21
Pale Gray

47/32
Ivory

47/41
Dark 

Brown

47/66
Dark Red

47/60
Red

47/63
Orange

47/70
Violet Blue

47/73
Dark blue

47/77
Gray/Blue

47/91
Green

47 Nova

Description - 100% Polyester 560 g/lin. m, width 55“
Test results - Abrasion: 50.000 rubs, BS EN ISO12947-2 (Martindale) Lightfastness: 5-7, BS EN ISO 105-B02 
Method 2 Pilling: 5, BS EN ISO 12945-2 Fastness to rubbing: dry 4-5, wet 4-5, EN ISO 105-X12 
Flame resistance: CAL 117 E EN 1021-1 when covering PUR-foam density min. 22 kg/m³ EN 1021-2 when
covering CMHR-foam density min. 36 kg/m³ 
Cleaning - Fixed covers: periodical vacuum cleaning, professional cleaning with dry foam. Removable covers:  P

* The digital sample colors differ from the originals
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Fabric grades

Fabric grade 5

54/13
Black

54/25
Anthracite/

Black

54/14
Anthracite

54/24
Gray/Black

54/23
Pale Gray/
Light Gray

54/12
Light Gray

54/11
Pale Gray

54/15
Dark Brown/

Black

54/26
Dark 

Brown

54/28
Rust/Black 

54/17
Rust

54/27
Bordeaux/

Black

54/16
Bordeaux

54/18
Red

54/33
Yellow 

Green-Black

54/22
Yellow 
Green

54/32
Dark 

Green-Black

54/31
Blue Gray/

Black

54/29
Midnight 
Blue/Black

54/19
Midnight 

Blue

54/20
Dark Blue

54/30
Light Blue/

Gray

54/21
Light Blue

54 Pitch

Description - 100% Trevira CS 470 g/lin. m, width 55“
Test results - Abrasion: 100.000 rubs, BS EN ISO 12947-2 (Martindale) Lightfastness: 5, BS EN ISO 105-B02
Method 2 Pilling: 4-5, BS EN ISO 12945-2 Fastness to rubbing: dry 4-5, wet 4-5, EN ISO 105-X12 
Flame resistance: CAL 117 E DIN 4102-1 B1 NF P 92-503-507 M1 ÖNORM A 3800-1 B1/Q1/TR1 BS 5852 when 
covering CMHR-foam EN 1021-1/-2 when covering PUR-foam density min. 30 kg/m³ UNI VF 9175 1IM when 
covering CMHR-foam 
Cleaning - Fixed covers: periodical vacuum cleaning, professional cleaning with dry foam Removable covers:  P

* The digital sample colors differ from the originals
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Fabric grades

Fabric grade 6

60/08
Black

60/1A
Mottled 
Brown

60/12
Anthracite

60/1B
Mottled 

Bordeaux

60/28
Mottled 

Pale Gray

60/30
Mottled 

Gray

60/62
Black/Blue

60/09
Dark Blue

60/21
Bordeaux

60/63
Red/Black

60/39
Orange

60/53
Apple 
Green

60/1J
Mottled 

Light Gray

60/1Z
Light Violet

60/1K
Mottled 

Apple Green

60/1W
Mottled 

Light Blue

60/1V
Light Blue

60/2A
Violet

60/18
Red

60/26
Petrol

60 Blend

Description - 100% new wool 600 g/lin. m, width 55“
Test results - Abrasion: 50.000 rubs, BS EN ISO 12947-2 (Martindale) Lightfastness: 5, BS EN ISO 105-B02 
Method 2 Pilling: 3-4, BS EN ISO 12945-2 Fastness to rubbing: dry 4, wet 4, EN ISO 105-X12 Flame resistance:
CAL 117 E BS 5852 when covering FR-foam BS 7176 low hazard when covering CMHR-foam density min. 
35 kg/m³ BS 7176 medium hazard when covering CMHR-foam density min. 35 kg/m³ EN 1021-1/-2 when
covering CMHR-foam density min. 35 kg/m³ 
Cleaning - Fixed covers: periodical vacuum cleaning, professional cleaning with dry foam. Removable covers:  P

* The digital sample colors differ from the originals
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62/22
Black/

Anthracite

62/19
Black/Dark 

Blue

62/15
Anthracite/

Black

62/21
Brown/
Beige

62/20
Beige/
Brown

62/16
Light Blue/
Dark Blue

62/17
Blue/Dark 

Blue

62/18
Dark Blue/

Black

62/13
Green/
Dark 

Green

62/11
Light 

Green/
Green

62/14
Rust/Red 
Brown

62/12
Orange/

Rust

Fabric grade 6

62 Bond

Description - 100% Trevira CS 480 g/lin. m, width 55“ yarn dyed
Test results - Abrasion: 100.000 rubs, BS EN ISO 12947-2 (Martindale) Lightfastness: 6, BS EN ISO 105-B02
Method 2 Pilling: 4-5, BS EN ISO 12945-2 Fastness to rubbing: dry 4-5, wet 4-5, EN ISO 105-X12 Flame resistance:
CAL 117 E DIN 4102-1 B1 NF P 92501-7 M1 ÖNORM A 3800-1 B1/Q1/2 BS 5852 when covering CMHR-foam
EN 1021-1/-2 when covering PUR-foam density min. 30 kg/m³ UNI VF 9175 1IM when covering CMHR-foam
Cleaning - periodical vacuum cleaning, professional, cleaning with dry foam

* The digital sample colors differ from the originals
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Fabric grades

Fabric grade 6

63 Auris

Description - 100% new wool 520 g/lin. m, width 55“ 
Test results - Abrasion: 50,000 rubs, BS EN ISO
12947-2 (Martindale) Lightfastness: 5, BS EN ISO 105-B02 Method 2 Pilling: 5, BS EN ISO 12945-2 Fastness to 
rubbing: dry 4, wet 4, EN ISO 105-X12 Flame resistance: CAL 117 E BS 5852 when covering CMHR-foam density
min. 35 kg/m3 EN 1021-1/-2 when covering CMHR-foam density min. 35 kg/m3 UNI 9175/FA1 IM when covering 
FR-foam density min. 35 kg/m3

Cleaning - Fixed covers: periodical vacuum cleaning, professional cleaning with dry foam. Removable covers:  P

63/002
Black

63/448
Anthracite

63/069
Gray-
Brown

63/001
Gray

63/016
Black-Blue

63/435
Midnight 

Blue

63/015
Ultramarine 

Blue

63/027
Red

63/195
Light Blue

63/442
Apple 
Green

63/443
Green

63/427
Bordeaux

63/062
Pome-
granate

63/419
Dark Red

* The digital sample colors differ from the originals

63/59
Blue
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Fabric grades

Fabric grade 6

66 Lona

Description - 85% new wool, 15% polyamide 520 g/lin. m, width 55“
Test results - Abrasion: 150.000 rubs, BS EN ISO 12947-2 (Martindale) Lightfastness: 5-7, BS EN ISO 105-B02 
Method 2 Pilling: 4, BS EN ISO 12945-2 Fastness to rubbing: dry 4-5, wet 4-5, EN ISO 105-X12 Flame resistance:
CAL 117 E, ÖNORM A 3800-1 Q1, ÖNORM B 3852 flame retardant when covering PUR-foam, B2 BS 7176 medi-
um hazard when covering CMHR-foam density min. 35 kg/m³, EN 1021-1/-2 when covering PUR-foam 
density min. 22 kg/m³
Cleaning - Fixed covers: periodical vacuum cleaning, professional cleaning with dry foam Removable covers:  P

66/10
Black

66/11
Anthracite

66/13
Light Gray

66/12
Gray-Beige

66/63
Bordeaux

66/40
Dark 

Brown

66/62
Red-Brown

66/61
Pome-
granate

66/60
Red

66/68
Rust

66/91
Apple 
Green

66/93
Dark 

Green

66/70
Midnight 

Blue

66/71
Blue

66/74
Violet Blue

66/72
Mauve

* The digital sample colors differ from the originals
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Fabric grades

Fabric grade 6

67/14
Mottled 

Black

67/16
Mottled 

Black Brown

67/13
Mottled 

Anthracite

67/19
Mottled 
Green

67/15
Mottled 
Brown

67/12
Mottled 

Gray

67/11
Mottled 
Beige

67/17
Mottled 

Rust

67/18
Mottled Dark 

Crimson

67/20
Mottled 

Blue

67/21
Mottled 
Midnight 

Blue

69/99
Black

69/13
Gray

69/71
Blue

69/41
Anthracite

69/91
Apple 
Green

69/60
Red

* The digital sample colors differ from the originals

67 Miro

Description - 65% new wool, 31% hemp, 4% polyamide 610 g/lin. m, width 55“ yarn dyed
Test results - Abrasion: 60.000 rubs, BS EN ISO 12947-2 (Martindale) Lightfastness: 5, EN ISO 105-B02 Method 2
Pilling: 4, BS EN ISO 12945-2 Fastness to rubbing: dry 4-5, wet 4, EN ISO 105-X12 Flame resistance: CAL 117 E
EN 1021-1/-2 when covering PUR-foam density min. 22 kg/m³
Cleaning - periodical vacuum cleaning, professional cleaning with dry foam

69 Granit

Description - 50% new wool, 50% cotton 750 g/lin. m, width 54“ yarn dyed
Test results - Fastness to rubbing: ca. 45.000 rubs, BS EN ISO 12947-2 (Martindale) Lightfastness: 5-6, BS EN ISO
105-B02 Method 2 Pilling: 4-5, BS EN ISO 12945-2 Fastness to rubbing: dry 4-5, wet 4, EN ISO 105-X12 
Flame resistance: CAL 117 E, DIN 66084 P-c when covering PUR-foam B3 density min. 22 kg/m³, EN 1021-1/-2 
when covering PUR-foam B3 density min. 22 kg/m³
Cleaning - Fixed covers: periodical vacuum cleaning, professional cleaning with dry foam Removable covers:  P
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Fabric grades

Chassis

C1
Description - 100% cotton 600 g/lin. m, width 55“
Test results - Abrasion: 50.000 rubs, BS EN ISO 12947-2 (Martindale) Lightfastness: 5, BS EN ISO 105-B02
Method 2 Pilling: 4-5, BS EN ISO 12945-2 Fastness to rubbing: dry 3, wet 2, EN ISO 105-X12 
Cleaning - Fixed covers: periodical vacuum cleaning, professional cleaning with dry foam Removable covers:  P
C2
Description - 24% Polyester, 22% flax/linen, 20% viscose, 20% polyacrylics, 8% wool, 6% cotton 750 g/lin. m, 
width 52“ 
Test results - Abrasion: min. 45.000 rubs, BS EN ISO 12947-2 (Martindale) Lightfastness: 4-5, BS EN ISO
105-B02 Method 2 Pilling: 3-4, BS EN ISO 12945-2 Fastness to rubbing: dry 4, wet 2-3, EN ISO 105-X12
Cleaning - Fixed covers: periodical vacuum cleaning, professional cleaning with dry foam 
Removable covers:  P
C3
Description - 65% wool, 20% polyamide, 15% alpaca 588 g/lin. m, width 55“ yarn dyed
Test results - Abrasion: 100.000 rubs, BS EN ISO 12947-2 (Martindale) Lightfastness: 4-5, BS EN ISO
105-B02 Method 2 Pilling: 4, BS EN ISO 12945-2 Fastness to rubbing: dry 4-5, wet 4-5, EN ISO 105-X12
Cleaning - Fixed covers: periodical vacuum cleaning, professional cleaning with dry foam 
Removable covers:  P

C1

C1/12-Forest Brown C1/10-Anthracite C1/11-Gray Black C1/13-Beige Gray C1/14-Red

C2

C2/22-Black C2/21-Gray Black C2/20-Gray Beige C2/24-Olive Beige C2/23-Red Beige

C3

C3/31-Black Gray C3/33-Graphite C3/32-Light Gray C3/30-Sand C3/34-Ruby Red

* The digital sample colors differ from the originals
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Fabric grades

74/99
Black

74/64
Anthracite

74/34
Gray

74/62
Pale Gray

74/72
White

74/61
Ivory

74/67
Beige-
Brown

74/73
Nougat

74/10
Ochre

74/35
Chestnut

74/88
Bordeaux

74/16
Dark 

Brown

74/20
Jade Green

74/22
Midnight 

Blue

87/99
Black

87/89
Dark 

Brown

87/85
Brown

87/75
Nut

87/72
Whisky

* The digital sample colors differ from the originals

Leather 74

Description - Furniture quality cowhide. Please allow for deviations with regard to color and texture.
Test results - Lightfastness: 6, BS EN ISO 105-B02 Method 2 Flame resistance: CAL 117 A, DIN 4102-1 B1/B2,
NF P 92-503 M2, ÖNORM A 3800-1, B1/Q1/TR1, BS 5852-3 when covering PUR-foam density min. 22 kg/m³,
EN 1021-1/-2 when covering PUR-foam density min. 22 kg/m³, UNI 9175 1IM when covering CMHR-foam
density min. 25 kg/m³
Cleaning - Remove dirt or stains with a damp, absorbent cloth and immediately rub over the surface with
a dry woollen cloth.

Leather 87

Description - Finest, pure aniline dyed cowhide that exhibits some natural characteristics or may
develop patina over time.
Test results - Lightfastness: 3, BS EN ISO 105-B02 Method 2 Flame resistance: on request
Cleaning - Remove dirt or stains carefully with a slightly damp, absorbent cloth and immediately rub
over surface with a dry woollen cloth.
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Fabric grades

F5070643
Schwarz

F5070676
Anthrazit

F5070679
Schoko

* The digital sample colors differ from the originals

Skai Faux Leather

Description - High quality upholstery fabric with soft nappa finish and a classic leather grain.
Material composition - approx. 1% PU-finish, approx. 73% PVC-compund, approx. 26% CO-fabric. 
Thickness approx. 1/16“
Test results - Abrassion Resistance: DIN EN ISO 5470-2: >50,000 Martindale
Cleaning - Remove dirt or stains with a damp, absorbent cloth and immediately rub over the surface with
a dry woollen cloth.

F5071091
Fango

F5071021
Platin

F5071020
Silvregrey

F5071019
Lightgrey

F5070646
Weiss

F5070642
Ocean

F5070823
Petrol

F5070835
Smoke

F5070647
Sattel

F5071090
Kiesel

F5071173
Beige

F5070645
Hellbeige

F5070911
Perle

F5070767
Birke

F5070638
Carmin

F5070641
Mocca

F5070640
Marone

F5071124
Nature

F5070693
Fuchsgold


